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Stand Components

4x Vertical Channel Bars

1x Expanding Framework 
(With adjustable feet)

2/4x Horizontal Channel Bars
(Single Sided Frames have 2 - Double Sided have 4)

4x End Cap Channel Bars



Getting Started

Begin by removing all of the components from the bag, isolating the 
folding framework.

Open the framework out, and secure the plastic push clips in the 
centre of the frame, which keep the stand secure.

Top Tip!

Secure the plastic 
push clips from 

the bottom first, 
to take the weight 

of the stand.

(Fig. 1) Contents of a Pop-Up Kit bag.

(Fig. 3) Connecting push fit connectors.

(Fig. 4) Connected push fit connector. (Fig. 5) Expanded Frame.

(Fig. 2) Isolated framework.
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Connecting Channel Bars

First attach the front bottom channel bar, then the two front 
verticals to give the frame some structure.

(Fig. 8) Attaching Front  
Right Channel Bar.

(Fig. 9) Attaching Front 
Left Channel Bar.

(Fig. 10) Attaching Front   
Top Channel Bar.
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Slot together the channel bars. These 
are connected by bungee cord also, so 
that they don’t get lost in transit.

(Fig. 6) Channel Bar shown with bungee cord.

(Fig. 7) Bottom 
Channel Bar Connected.
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Attach the Rear Vertical Channel Bars, before attaching the Bottom End 
Caps, on the left and right sides of the frame, joining the hubs together. 
Finish by Securing the Horizontal Channel Bar on the rear of the frame.

Attach the End Cap channel bars, which slot into the corner hubs on all 
4 corners of the stand, ensuring that the track for the SEG graphic is 
facing downwards.

(Fig. 13) Bottom End Cap 
Channel Bar connected.

(Fig. 14) All Channel Bars 
connected - frame complete.

(Fig. 11) Bottom End Cap Channel 
Bar being connected.

(Fig. 12) Rear Vertical 
Channel Bars Connected.
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Top Tip!

You can lean the stand 
towards you when 

attaching channel bars 
at higher levels, to avoid 
over-stretching yourself.

Connecting Channel Bars



Installing Graphics

(Fig. 16) Top corner of 
graphic attached.

(Fig. 17) All Channel Bars 
connected - frame complete.

(Fig. 15) SEG Graphic being attached 
to the top corner of the frame.

Begin by attaching the top corners of the front edge of the Revolution 
Pop-up, up to around 300mm in from the corners. The PVC simply slots 
into the tracks in the Channel Bars.

Attach the left and 
right corners of 
both of the side 
panels also, using 
the already secured 
front panel to help.
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(Fig. 18) Bottom End Cap Channel 
Bar being connected.

Top Tip!

Using a step ladder 
is recommended for 
installing graphics on 

the Revolution Pop-Up 
Stands, especially on 4 

Section high stands.



Installing Graphics

(Fig. 21) Attaching bottom 
of graphic to the frame.

(Fig. 22) Securing remainder of 
SEG graphic into the tracks.

(Fig. 20) Middle of the right side of 
the graphic secured into frame.

Secure the middle sections of the graphic, starting with the far left and 
right edges (Fig. 20), before moving on to the top and bottom (Fig. 21). 
Finally, attach any remaining edging, leaving the PVC flush with the frame.

Attach the bottom 
corners of the graphic, 
starting with the front 
face and working 
around to the sides of 
the stand, to pull the 
graphic tight.
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(Fig. 19) Bottom right side of the 
frame, with pull tag showing.

Top Tip!

Our pull tags for 
removing graphics 

are always stitched on 
the bottom right hand 
corner of the graphic 

(Shown in Fig. 19).



Installing Graphics

Fig. 23 shows the 
completed Pop-up 
Revolution stand. 
Should you have 
any issues, see our 
troubleshooting guide 
on page 10, or get in 
contact with us and 
we’ll be happy to help!
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(Fig. 23) Finished 2x3 Section Pop-up 
Stand, with SEG graphic installed.



Troubleshooting

The Revolution Framework 
features corner hubs with 
adjustable feet, to raise 
or lower the height of the 
stand, simply tighten or 
loosen the black foot.

This is great for 
compensating for uneven 
ground, or any leaning of 
the stand if it becomes 
unbalanced.

Yes, ensure that the 
Channel Bar is secured onto 
each of the corner hubs. 
The most common cause of 
graphics not fitting in the 
Revolution Pop-up Stand is 
Channel Bars coming loose 
from their mounting points 
during frame construction. 

We advise checking this 
before anything else.

My frame doesn’t sit 
level, how do I adjust it?

My graphics don’t quite 
fit in the tracks, any 
advice?

(Fig. 23) The adjustable foot of 
the Revolution 
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